m Huper
pre-insulated piping solutions

PRE INSULATED.HEA
PUMP PIPES M
CONDSS TS

terrendis

12/04/2019 .
/04/ SN



HYPER FLEXIBLE rre-nsuLaten pipine soLuTions terrendis

Terrendis HP-Pipe:

Heat pump- pipe PE-Xa Jacket pipe Cable pipe | Cable pipe Bending Coil
(doue X s) (dou) CE) (da) radius
mm mm mm mm mm m m

Art.Nr
HP140 3232 E 3225 2-32x2,9 26.2 140 32 25 0.40 100
HP160 4040 E 4040 2-40x3,7 32,6 160 40 40 0.40 100

*HP160 4040 E 4032: Withdrawn from production: does not meet the set quality standard, productivity, ...
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HYPER FLEXIBLE rre-nsuLateo piping soLuTions terrendis

Terrendis HP-Pipe:

Heat pump- pipe €/m PE-Xa Jacket pipe Cable Cable Bending
(doye X 5) (doue) pipe (da) pipe radius
CE))
mm mm mm mm mm m

Art.Nr
HP140 3232 E 3225 66 2-32x2,9 26.2 140 32 25 0.40
HP160 4040 E 4040 86 2-40x3,7 32,6 160 40 40 0.60
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HYPER FLEXIBLE rre-insuLaten pipine soLuTions terrendis

Method of implementation:
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HYPER FLEXIBLE rre-insuLaten pipine soLuTions terrendis

End caps:

Dust end cap
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HYPER FLEXIBLE rre-insuLateo pipine soLuTions terrendis

Terrendis HP-Pipe:

Heat pump- pipe €/ pcs PE-Xa Jacket pipe Cable Cable Bending
(doue X S) (doue) pipe (da) | pipe (da) radius
mm mm mm mm mm m

Art.Nr
DECQ 140/H32 S 3225 23,80 2-32x2,9 26.2 140 32 25 0.40
DECQ 160/H40 S 4040 23,80 2-40x3,7 32,6 160 40 40 0.60
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HYPER FLEXIBLE rre-nsuLateo piping soLuTions terrendis

Terrendis HP-Pipe:

LN
N ‘
Heat pump- pipe €/ pcs PE-Xa Jacket pipe Cable Cable Bending
(doye X S) (doue) pipe (da) pipe (da) radius
mm mm mm mm mm m

Art.Nr
SECQ/10 X 2-32x2,9 26.2 140 32 25 0.40
SECQ/10 X 2-40x3,7 32,6 160 40 40 0.60
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HYPER FLEXIBLE rre-insuLateo pipinG soLuTions terrendis

Shrink end caps:

® ® ?-A.-?F. K. i
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HYPER FLEXIBLE rre-nsuLaten pipine soLuTions terrendis

Tools:
T . (.
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HYPER FLEXIBLE rre-nsuLaten pipine soLuTions terrendis

For more information call 01245 227 630
or email sales@multipipe.co.uk
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