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Product Information: 

Unlike conventional actuators, the Auto Balancing Actuator performs the function of both thermal actuator and 

flow regulator, resulting in two functions in one unit. Complete with two remote sensors that are placed on the 

flow and return pipes from the manifold, the actuator constantly monitors the temperatures and will adjust the 

flow rate to maintain a delta of 7ºC for the UFH circuit. This is the ideal temperature differential between the 

emitter flow and return pipes; thereby balancing and optimising system performance. Powered by a motor this 

means it can also modulate between fully open and shut to keep that optimum temperature and unlike other 

auto balance technologies will not excessively ware the valve pin. 

Product Specification: 

Voltage 230VAC 50/60 Hz.  

Valve open 30 seconds to fully open or shut 

Power     0.5w 

Thread M30 x 1.5mm 

Sensor     

accuracy 
0.1°C 

Installation: 

Wire into the appropriate zone of your wiring centre and assign the thermostat. Clip on one probe to the flow 

pipe and the other to the return these should sit away from the nut of the pipe.  

You then need to ensure that the flow regulator on the manifold (if fitted) is set to fully open. 

The actuator will now start working once your thermostat calls for heat. 

Product Code: 22-23024 

Product Description: 230v Motorised actuator with auto balance 

Features    Benefits 

Fast actuator opening and closing times typically 30 seconds Much quicker to respond than conventional actuators  

Performs the function of both the thermal actuator & the flow 

regulator, resulting in two functions in one unit  

Less system parts, Quicker to install, Potential lower  over-

all system cost  

Very Low Power, less than 0.5W  Lower running costs than conventional actuators  

 Can modulate between fully open and shut. 
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Dimensions: 


